
ALLOWABLE MODIFICATIONS 

REMOVING TOP BELLHOUSING BOLT BOSS 

Figure 4 

TO RETAIN SF130.1 
CERTIFICATION, REMOVE 
BOSS ONLY AS SHOWN 

HANDLE ATTACHMENT HOLES & DIPSTICK CLAMP HOLE 

2.75+2.75FIGURE 5 

TO RETAIN SF130.1 CERTIFICATION 
UP TO (4) 17/64 DIA. HOLES CAN BE 
DRILJLEO WITHJN THE SHADED AREA ONLY 

TO RETAIN SF130.1 CERTIFICATION, 
A SINGLE 11/64 DIA. HOLE MAY BE DRILLED 
ON THE ~IPSTICK MOUNTING_ - -



CAN BE DRILLED UP TO 2 1/8 DIA. LOCATED BY 

THE DIt.lPLES CAST INTO THE BELLHOUSING INSIDE 

ONLY. FOR REFERENCE, THE HOLES ARE 

APPROXI~ATElY 

BELLHOUSING COOLING HOLES
 

r--­ 5.60 

TO RETAIN SFI 30.1 CERTIFICATION, (4) HOLES 

A1 THE 9,10,2, 

&3 O,CLOCK POSITIONS 

} 
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FIGURE 6 
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